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MODELMODELITEMITEM

ø670 (26.3“)
ø450 (17.7“)
760 (29.9“)

ø77 (3“)

225+25 (8.8“+1“)
790 (31.1“)

3500
254 (10“)

A2-8
18.5 (24.8)

12
□25 (1“)
ø40 (1.5“)

ø100(3.9”)
5

6000

1930 (76”)

40
Oi -T

LTC-25i LTC-25i 

ø637 (25”)
ø285 (11.2”)
745 (29.3”)

ø77 (3”)

225+15 (8.8+0.5)
790 (31.1”)

3500
254 (10”)

A2-8
18.5 (24.8)

12
25(1") VDI40 / BMT65 OPT

40(1.5") VDI40 / BMT65 OPT

ø100(3.9”)
5

6200

1930 (76”)

40
Oi -T

LTC-25i MLTC-25i M
CAPACITY
Max swing
Max turning diameter
Max turning length
Bar capacity
TRAVEL
X axis
Z axis
SPINDLE
Spindle speeds range
Chuck size
Spindle nose
Spindle motor power
TURRET
Number of tool stations
Shank height for square tool
Shank diameter for boring bar
FEEDRATE
X axis rapid traverse
Z axis rapid traverse
FEED MOTORS
X axis motor
Z axis motor
TAILSTOCK
Quill diameter
Quill inside taper
MACHINE SIZE
Total machine weight
Machine length
Machine width
Machine height
Power requirement
Computer control

Unit
mm (in)
mm (in)
mm (in)
mm (in)

mm (in)
mm (in)

rpm
mm (in)

kW (HP)

pcs
mm (in)
mm (in)

M/min (ipm)
M/min (ipm)

kW (HP)
kW (HP)

mm (in)
M.T

kg
mm (in)
mm (in)
mm (in)

KVA
FANUC

STANDARD ACCESSORIES
• Metric disc
• Manual  tailstock
• Buzzer
• Heat exchanger
• Full enclosed splash guard
• 3 jaw open center chuck
• Foot switch
• Wide angle V-belt
• VDI disc  (For LTC-25iM)

OPTIONAL ACCESSORIES
• Inch disc 
• Tool setter
• Programmable Tailstock
• Manual steady rest
• Hydraulic steady rest
• Alarm lamp
• Air conditioner
• Bar feeder
• Auto door
• Spindle air outer blow
• High pressure pump
• Chip conveyer
• Chip bucket
• Two speed gearbox
• Collect chuck
• Mist separator
• Oil skimmer
• H.T.D belt 
• Transformer
• EWS Turret BMT-65

Machine Specifications
MODELMODELITEMITEM

ø670 (26.3“)
ø450 (17.7“)
1020 (40.1“)

ø77 (3“)

225+25 (8.8“+1“)
1050 (41.3“)

3500
254 (10“)

A2-8
18.5 (24.8)

12
□25 (1“)
ø40 (1.5“)

ø100(3.9”)
5

6500

1930 (76”)

40
Oi -T

LTC-25iLLTC-25iL

ø637 (25”)
ø285 (11.2”)
1005 (39.5”)

ø77 (3”)

225+15 (8.8+0.5)
1050 (41.3”)

3500
254 (10”)

A2-8
18.5 (24.8)

12
25(1") VDI40 / BMT65 OPT

40(1.5") VDI40 / BMT65 OPT

ø100(3.9”)
5

6700

1930 (76”)

40
Oi -T

LTC-25iLMLTC-25iLM
CAPACITY
Max swing
Max turning diameter
Max turning length
Bar capacity
TRAVEL
X axis
Z axis
SPINDLE
Spindle speeds range
Chuck size
Spindle nose
Spindle motor power
TURRET
Number of tool stations
Shank height for square tool
Shank diameter for boring bar
FEEDRATE
X axis rapid traverse
Z axis rapid traverse
FEED MOTORS
X axis motor
Z axis motor
TAILSTOCK
Quill diameter
Quill inside taper
MACHINE SIZE
Total machine weight
Machine length
Machine width
Machine height
Power requirement
Computer control

Unit
mm (in)
mm (in)
mm (in)
mm (in)

mm (in)
mm (in)

rpm
mm (in)

kW (HP)

pcs
mm (in)
mm (in)

M/min (ipm)
M/min (ipm)

kW (HP)
kW (HP)

mm (in)
M.T

kg
mm (in)
mm (in)
mm (in)

KVA
FANUC

STANDARD ACCESSORIES
• Metric disc
• Manual  tailstock
• Buzzer
• Heat exchanger
• Full enclosed splash guard
• 3 jaw open center chuck
• Foot switch
• Wide angle V-belt
• VDI disc  (For LTC-25iLM)

OPTIONAL ACCESSORIES
• Inch disc  
• Tool setter
• Programmable Tailstock
• Manual steady rest
• Hydraulic steady rest
• Alarm lamp
• Air conditioner
• Bar feeder
• Auto door
• Spindle air outer blow
• High pressure pump
• Chip conveyer
• Chip bucket
• Two speed gearbox
• Collect chuck
• Mist separator
• Oil skimmer
• H.T.D belt 
• Transformer 

Machine Specifications

15(590.5)
20(787.4)

3(4)
4(5.4)

3905(153.7)

1980(78)

15(590.5)
20(787.4)

3(4)
4(5.4)

4155(163.6)

1980(78)
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MODELMODELITEMITEM

ø670 (26.3“)
ø450 (17.7“)
1520(59.8)

ø77 (3“)

225+25 (8.8“+1“)

3500
254 (10“)

A2-8
18.5 (24.8)

12
□25 (1“)
ø40 (1.5“)

ø100(3.9”)
5

8100

1930 (76”)

40
Oi -T

LTC-25iXXLLTC-25iXXL

ø637 (25”)
ø285 (11.2”)
1505(59.3)

ø77 (3”)

225+15 (8.8+0.5)

3500
254 (10”)

A2-8
18.5 (24.8)

12
25(1") VDI40 / BMT65 OPT

40(1.5") VDI40 / BMT65 OPT

ø100(3.9)
5

8500

1930 (76”)

40
Oi -T

LTC-25iXXLMLTC-25iXXLM
CAPACITY
Max swing
Max turning diameter
Max turning length
Bar capacity
TRAVEL
X axis
Z axis
SPINDLE
Spindle speeds range
Chuck size
Spindle nose
Spindle motor power
TURRET
Number of tool stations
Shank height for square tool
Shank diameter for boring bar
FEEDRATE
X axis rapid traverse
Z axis rapid traverse
FEED MOTORS
X axis motor
Z axis motor
TAILSTOCK
Quill diameter
Quill inside taper
MACHINE SIZE
Total machine weight
Machine length
Machine width
Machine height
Power requirement
Computer control

Unit
mm (in)
mm (in)
mm (in)
mm (in)

mm (in)
mm (in)

rpm
mm (in)

kW (HP)

pcs
mm (in)
mm (in)

M/min (ipm)
M/min (ipm)

kW (HP)
kW (HP)

mm (in)
M.T

kg
mm (in)
mm (in)
mm (in)

KVA
FANUC

STANDARD ACCESSORIES
• Metric disc
• Manual  tailstock
• Buzzer
• Heat exchanger
• Full enclosed splash guard
• 3 jaw open center chuck
• Foot switch
• Wide angle V-belt
• VDI disc  (For LTC-25iXXLM)

OPTIONAL ACCESSORIES
• Inch disc  
• Tool setter
• Manual steady rest
• Hydraulic steady rest
• Alarm lamp
• Air conditioner
• Bar feeder
• Auto door
• Spindle air outer blow
• High pressure pump
• Chip conveyer
• Chip bucket
• Two speed gearbox
• Collect chuck
• Mist separator
• Oil skimmer
• H.T.D belt
• Transformer

Machine Specifications
MODELMODELITEMITEM

ø670 (26.3“)
ø450 (17.7“)
2020(79.5)

ø77 (3“)

225+25 (8.8“+1“)
2050(80.7)

3500
254 (10“)

A2-8
18.5 (24.8)

12
□25 (1“)
ø40 (1.5“)

ø100(3.9”)
5

   9100 

LTC-25iLVLTC-25iLV LTC-25iLVMLTC-25iLVM

ø637 (25”)
ø285(11.2)
2005(78.9)

ø77 (3”)

225+15 (8.8+0.5)
2050(80.7)

3500
254 (10”)

A2-8
18.5 (24.8)

12
25(1") VDI40 / BMT65 OPT

40(1.5") VDI40 / BMT65 OPT

ø100(3.9”)
5

     9500  

CAPACITY
Max swing
Max turning diameter
Max turning length
Bar capacity
TRAVEL
X axis
Z axis
SPINDLE
Spindle speeds range
Chuck size
Spindle nose
Spindle motor power
TURRET
Number of tool stations
Shank height for square tool
Shank diameter for boring bar
FEEDRATE
X axis rapid traverse
Z axis rapid traverse
FEED MOTORS
X axis motor
Z axis motor
TAILSTOCK
Quill diameter
Quill inside taper
MACHINE SIZE
Total machine weight   
Machine length 
Machine width  
Machine height    
Power requirement 
Computer control   

Unit
mm (in)
mm (in)
mm (in)
mm (in)

mm (in)
mm (in)

rpm
mm (in)

kW (HP)

pcs
mm (in)
mm (in)

M/min (ipm)
M/min (ipm)

kW (HP)
kW (HP)

mm (in)
M.T

Kg 
 mm (in) 
mm (in)
mm (in)

KVA
FANUC 

Machine Specifications

STANDARD ACCESSORIES
• Metric disc
• Manual  tailstock
• Buzzer
• Heat exchanger
• Full enclosed splash guard
• 3 jaw open center chuck
• Foot switch
• Wide angle V-belt
• VDI disc  (For LTC-25iLVM)

OPTIONAL ACCESSORIES
• Inch disc  
• Tool setter
• Manual steady rest
• Hydraulic steady rest
• Alarm lamp
• Air conditioner
• Bar feeder
• Auto door
• Spindle air outer blow
• High pressure pump
• Chip conveyer
• Chip bucket
• Two speed gearbox
• Collect chuck
• Mist separator
• Oil skimmer
• H.T.D belt
• Transformer

1550(61)

15(590.5)
20(787.4)

3(4)
4(5.4)

4625(182)

2140(84.3)

2013.12

15(590.5)
20(787.4)

3(4)
4(5.4)

5355(211)
1930(76)

2140(84.3)
40

Oi -T
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